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Laminate flooring is especially recommended for installation in rooms heated by hydronic radiant floors. 

It is important that the radiant floor be properly installed and that the concrete base is sufficiently dry, which is why the work of the floo
installer is vital.

In order to start the installation of your laminate floor, it is important and vital that the concrete base be sufficiently dry. This aspect must be properly
checked, whether the concrete is new or if it has been in existence for some time.

A first simple rule would be that prior to installing the laminate floor, the concrete must have undergone drying for at least 1 week per centimetre for a
concrete base, up to 4 cm thick; and for 2 weeks per centimetre for concrete over 4 cm thick. 

In any event, one must always hasten the concrete drying, regardless of the time of year, and one must also always check the following:

Once we have made sure that the concrete is ready for installing the laminate floor, we start off by disconnecting the heating one or two days prior to the
installation, in order to achieve a floor temperature of approximately 18º C.

To hasten the drying of a radiant floor, a 2-stage drying cycle is recommended, according to the “Code of practice issued by the Association of Parquet 
and flooring technology” under the title “Preparatory measures to be taken prior to the installation of parquet and textile floor coverings in conjunction
with under floor heating systems”. For recently applied concrete, one must gradually increase the temperature (5º C per day) for at least 2 weeks before
application, and at least 21 days after the concrete has been installed. 

The installer should record and note down a temperature curve of the area to be installed and for both stages - heating and cooling - pursuant
 to what is set forth under Standard DIN 4725 – Part 4 “Principles: radiant heating”. 
 
The radiant heating pipes should be no more than 30 cm away from each other, to ensure even distribution of heat.

INSTALLATION OF ‘FAUS’ LAMINATE FLOORING ON RADIANT FLOORS

The Radiant floor installer should prepare a written Protocol containing the following data regarding the heating system:

• Heating data, specifying temperature flows/currents.
• Maximum point of temperature flow/current reached in the entrance valve/uptake.
• Operational conditions and outdoor temperature when it is graduated.

CONCRETE

INSTALLATION OF THE LAMINATE FLOORING

We must also bear in mind the following:

The temperature on the floor surface should remain at about 18º C before (one or two days before), during and at least 3 days after installing the laminate floor. 

Once 3 days have elapsed after installing the laminate floor the temperature should be gradually increased by about 5º C per day and without exceeding
28º C, which is the maximum admissible temperature. It is important that temperature increases occur gradually.

Any temperature changes must always occur gradually, whenever starting and finishing any working period of radiant heating, not just during the 
installation stage, but also during the whole useful life of the floor. Any forced temperature changes within a short period of time impairs the stability of 
laminate floors. Thus, both before and after any winter season, the floor undergoes a heating and cooling period that must carefully experience gradual 
temperature changes.

It is important for the environment inside the room not to be too dry during heating sessions. For temperatures ranging from 18-22º C, the relative humidity
should be approximately 60 %. If it is too dry, an air humidifier is to be used.

IMPORTANT: Place the FAUS UNDERLAY, made of film + polyethylene foam, covering the entire area. Ensure that the end of one piece and the start of a
new one overlap at least 20 cm and that the edges cover up to 6 cm of wall surround

OTHER ASPECTS

During the heating session, the joints may open slightly and one should know that this is part of the process.

Any accumulation of heat under the carpets or due to lack of ventilation under the furniture should be avoided.

Never forget to leave expansion joints of at least 8 mm around any fixed element.
When using radiant flooring, it is crucial to limit the number of m2 of installations to 12 meters in length and 8 meters in width.

INSTALLATION OF FAUS LAMINATE FLOORING 


